
Architectural / structural swaged bar grills
Lightweight solution for shading, screening and ventilation
Trafficable options 

     JALI™ series
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JALI™ Series grills are engineered with 10mm swaged square bars fitted to flat bars / angled bars at 30 /40 / 60 / 90 / 120mm
intervals. Swaged out of aluminium the JALI™ can be used in variety of architectural applications both internal and external as well 
as structural applications like trafficable sunshades or grating. The grills come in variety of sizes / shapes and is also available with 
serrations for trafficable purposes. A complete range of accessories including brackets, butterfly clips, outriggers is available. 

The JALI™ has been engineered to Australian standards and Aambianz can provide a complete engineered solution for applications 
as needed. All Aambianz products are engineered to Australian standards and adapted to project design requirements.

 Material Blade:

- Architectural grade
- Structural Grade

Finish:

- Mill Finish
- Powder Coat:
• Dulux: Precious, Electro, Duralloy, 

Alphatec, Dreatec, Fluoroset, other.

• Interpon: D100, D2015 Ultriva, D3020 
Fluoromax, other

- Anodising: 
• Australian Aluminium Finishing 
• EverShield High Grade Anodising, 

EverShield Coastal, EverShield External, 
EverShield Internal

• Universal

- Please specify colour, thickness µ

CHASE SCREEN PROFILE
Part No. -RBL-CHASE-S-80-3-60-001

A2

A

C

D

E B

SWAGED LOAD BAR

A

C

D

E

B

SWAGED LOAD BAR

A

C

D

E
B

S
W

A
G

ED
 LO

A
D

 B
A
R

A

B

C

JALI™ Series 

JALI™ Series - Swaged Flat Bar Grills (AJG)



Swaged Flat Bar Grating
JALI™ Series 

Code
Flat Bar 
Depth A

Flat Bar 
Thickness 

B

Flat Bar 
Spacing 

C

Swaged Bar 
Spacing D

Trafficable Free Open 
Area 

Weight
Kg/m2

AJG-253-30 25 3 30 100 90% 8.5

AJG-253-60 25 3 60 100 95% 5.1

AJG-255-30 25 5 30 100 83% 13.0

AJG-255-60 25 5 60 100 92% 7.3

AJG-323-30 32 3 30 100 90% 10.3

AJG-323-60 32 3 60 100 95% 6.0

AJG-325-30 32 5 30 100 83% 16.1

AJG-325-60 32 5 60 100 92% 8.9

AJG-403-30 40 3 30 100 90% 12.5

AJG-403-60 40 3 60 100 95% 7.1

AJG-405-30 40 5 30 100 83% 19.7

AJG-405-60 40 5 60 100 92% 10.7

AJG-453-30 45 3 30 100 90% 13.9

AJG-453-60 45 3 60 100 95% 7.8

AJG-455-30 45 5 30 100 83% 22.0

AJG-455-60 45 5 60 100 92% 11.8

AJG-503-30 50 3 30 100 90% 15.2

AJG-503-60 50 3 60 100 95% 8.5

AJG-505-30 50 5 30 100 83% 24.2

AJG-505-60 50 5 60 100 92% 13.0

AJG-553-30 55 3 30 100 90% 16.6

AJG-553-60 55 3 60 100 95% 9.1

AJG-555-30 55 5 30 100 83% 26.5

AJG-555-60 55 5 60 100 92% 14.1

AJG-603-30 60 3 30 100 90% 17.9

AJG-603-60 60 3 60 100 95% 9.8

AJG-605-30 60 5 30 100 83% 28.7

AJG-605-60 60 5 60 100 92% 15.2

AJG-653-30 65 3 30 100 90% 19.3

AJG-653-60 65 3 60 100 95% 10.5

AJG-655-30 65 5 30 100 83% 31.0

AJG-655-60 65 5 60 100 92% 16.3

AJG-753-30 70 3 30 100 90% 22.0

AJG-753-60 70 3 60 100 95% 11.8

AJG-755-30 75 5 30 100 83% 35.5

AJG-755-60 75 5 60 100 92% 18.6

AJG-903-30 90 3 30 100 90% 26.10

AJG-903-60 90 3 60 100 95% 13.92

AJG-905-30 90 5 30 100 83% 22.1

AJG-905-60 90 5 60 100 92% 42.4



Swaged Louvres
JALI™ Series 

Code
Depth 

A
Thickness 

B
Blade 

Drop C
Blade Angle 

D
Blade Pitch

E
Trafficable Free Open 

Area 
Weight
Kg/m2

AJL-60-32/100-60 32 3 60 100 60 15% 10.3

AJL-45-20/135-30 20 3 45 135 30 63% 13.6

AJL-45-20/135-60 20 3 45 135 60 68% 7.6

AJL-60-20/135-30 20 3 60 135 30 63% 15.7

AJL-60-20/135-60 20 3 60 135 60 68% 8.7

AJL-60-32/135-30 32 3 60 135 30 63% 19.0

AJL-60-32/135-60 32 3 60 135 60 68% 10.3

AJL-60-40/135-30 40 3 60 135 30 63% 21.1

AJL-60-40/135-60 40 3 60 135 60 67% 11.4

AJL-80-20/135-30 20 3 80 135 30 63% 18.6

AJL-80-20/135-60 20 3 80 135 60 67% 10.2

AJL-80-32/135-30 32 3 80 135 30 63% 21.9

AJL-80-32/135-60 32 3 80 135 60 67% 11.8

AJL-60-32/160-30 32 3 60 160 30 87% 19.0

AJL-60-32/160-60 32 3 60 160 60 90% 10.3

JALI™ Series - Swaged Louvres (AJL)

For any inquiries please do not hesitate to call us on: 1300 88 30 11  
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For any inquiries please do not hesitate to call us on: 1300 88 30 11  
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Combination
JALI™ Series 

Code
Depth 

A
Thickness 

B
Blade 

Drop C
Blade Angle 

D
Blade Pitch

E
Trafficable Free Open 

Area 
Weight
Kg/m2

AJC-203-60/135 20 3 60 135 30 71% 11.4

AJC-203-80/135 20 3 80 135 30 71% 12.9

AJC-323-60/135 32 3 60 135 30 78% 14.7

AJC-323-80/135 32 3 80 135 30 76% 16.1

AJC-403-60/135 40 3 60 135 30 78% 16.8

JALI™ Series - Combination (AJC)
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